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PRODUCT FLYER

ATP MOMENTUM LINE
STORAGE AND MEMORY SOLUTIONS 

Emphasizing rapid time-to-market, broad compatibility, and cost-efficient storage,
the ATP Momentum Line combines cutting-edge technology with essential solutions tailored to meet 
the diverse needs of the industrial market. With ATP's commitment to quality control and rigorous 
verification processes, our products consistently deliver dependable results. 

Offering a range of mainstream specifications and storage capacities, the ATP Momentum Line
provides versatile options for various industrial applications.
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ATP MOMENTUM LINE SOLUCIONES
DE MEMORIA Y ALMACENAMIENTO 

Con el objetivo de una amplia compatibilidad, alta fiabilidad, y a buen coste, la línea ATP Momentum Line 
combina tecnología de vanguardia con soluciones diseñadas para satisfacer las diversas necesidades 
del mercado industrial. Gracias al compromiso de ATP con el control de calidad y los rigurosos procesos 
de verificación, nuestros productos ofrecen resultados fiables de forma constante.
Con una gama de especificaciones y capacidades de almacenamiento estándar, la línea ATP Momentum 
Line ofrece opciones versátiles para diversas aplicaciones industriales.
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• Extended-Commercial Temp Operable (-20°C to 75°C)
• Ideal for Write-Moderate, Read-Intensive applications
• DRAM-less power-efficient design
• Data-at-rest power loss protection (Firmware-based)  

Momentum Line SSDs Overview: 

Product Line

Interface
Flash Type

Form Factor M.2 2280 S2-MM.2 2280 S3-M M.2 2280 S2-B-M 2.5"

256 GB to 4 TB 128 GB to 1 TB

-Optional SED Features
Capacity

Endurance (TBW)1 up to 
Reliability MTBF @ 25°C

Operating Temperature
Power Loss

Protection Options

Dimensions (mm)

Certifications

Warranty

Sequential Read (MB/s) up to 

Sequential Write (MB/s) up to

Random Reads IOPS up to

Random Writes IOPS up to

1,000,000

1,200,000

7,200 2,600 550

6,500

6,000 TB

240,000

300,000

1,800

695 TB 765 TB

72,000

86,000

500

550

765 TB

72,000

86,000

500

>3,000,000 hours

80.0 x 22.0 x 2.2 100 x 69.85 x 7

CE, FCC, BSMI, UKCA, RoHS, REACH

2 years

PCIe G4 x4 PCIe G3 x4 SATA III 6 Gb/s SATA III 6 Gb/s
3D TLC

N601Mw N400Mw A400Mw

-20°C to 75°C

A400Mw

Firmware Based

Momentum

Performance

Endurance and Reliability

Others

PCIe® Gen4 NVMe M.2 2280 SSD PCIe® Gen3 NVMe M.2 2280 SSD

SATA III M.2 2280 SSD / 2.5” SSD

• PCIe Gen4 x4, NVMe 1.4 
• 256 GB to 4 TB capacities
• Extended-Commercial Temp Operable
   (-20°C to 75°C)
• Power loss protection for data at rest
• AutoRefresh and Auto-Read Calibration
   elevate runtime data integrity
• End-to-End Data Path Protection
• Host Memory Buffer (HMB) support�

N601Mw

• SATA III 6 Gb/s 
• 128 GB to 1 TB capacities
• Extended-Commercial Temp Operable
   (-20°C to 75°C)
• Power loss protection for data at rest
• SSD features built with ATP expertise for
   comprehensive reliability
• Power-efficient DRAM-less design

A400Mw

• PCIe Gen3 x4, NVMe 1.3
• 128 GB to 1 TB capacities
• Extended-Commercial Temp Operable
   (-20°C to 75°C)
• Power loss protection for data at rest�
• AutoRefresh and Auto-Read Calibration
   elevate runtime data integrity
• End-to-End Data Path Protection
• Host Memory Buffer (HMB) support

N400Mw

ATP Momentum Line SSDs  

Targeted Market Segments for the Momentum Line SSDs

THIN CLIENT AUTOMATION POS & RETAILINDUSTRIAL PC KIOSK & 
DIGITAL SIGNAGE ATMMEDICAL CASINO GAMING

Ideal for Write-Moderate, Read-Intensive applications

• Temperatura Operativa Extendida-Comercial (-20°C a +75°C)
• Ideal para aplicaciones de Lectura Intensiva, Escritura Moderada
• Diseño de bajo consumo DRAM-less
• Protección Data-at-rest ante Pérdida de Energía (Firmware-based)  

Descripción general de los SSD de Momentum Line:

Segmentos de mercado objetivo para los SSD de Momentum Line
Ideal para aplicaciones de Lectura Intensiva, Escritura Moderada

THIN CLIENT AUTOMATION POS & RETAILINDUSTRIAL PC KIOSK & 
DIGITAL SIGNAGE ATMMEDICAL CASINO GAMING
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Línea Producto

Interfaz
Tipo NAND Flash

Factor de Forma M.2 2280 S2-MM.2 2280 S3-M M.2 2280 S2-B-M 2.5"

256GB a 4TB 128GB a 1TB

-Funciones SED Opcionales
Capacidades

Durabilidad (TBW)1 hasta
Fiabilidad MTBF @ 25°C

Temperatura Operativa
Opciones de Protección

Pérdida Energía

Dimensiones (mm)

Certificaciones

Garantía

Lectura Secuencial (MB/s) hasta

Escritura Secuencial (MB/s) hasta

Lectura Aleatoria IOPS hasta

Escritura Aleatoria IOPS hasta

1,000,000

1,200,000

7,200 2,600 550

6,500

6,000 TB

240,000

300,000

1,800

695 TB 765 TB

72,000

86,000

500

550

765 TB

72,000

86,000

500

>3,000,000 hours

80.0 x 22.0 x 2.2 100 x 69.85 x 7

CE, FCC, BSMI, UKCA, RoHS, REACH

2 Años

PCIe G4 x4 PCIe G3 x4 SATA III 6 Gb/s SATA III 6 Gb/s
3D TLC

N601Mw N400Mw A400Mw

-20°C to 75°C

A400Mw

Firmware Based

Momentum

Rendimiento

Durabilidad y Fiabilidad

Otros

PCIe® Gen4 NVMe M.2 2280 SSD PCIe® Gen3 NVMe M.2 2280 SSD

SATA III M.2 2280 SSD / 2.5” SSD

• PCIe Gen4 x4, NVMe 1.4
• Capacidades desde 256GB a 4TB 
• Temperatura Operativa Extendida-Comercial 
   (-20°C a +75°C)
• Protección Data-at-rest ante Pérdida
   de Energía
• AutoRefresh y Auto-Read Calibration para 
   aumentar la integridad de los datos en tiempo 
   de ejecución
• Protección Ruta de Datos End-to-End
• Compatible con Host Memory Buffer (HMB)

N601Mw

• SATA III 6Gb/s 
• Capacidades desde 128GB a 1TB 
• Temperatura Operativa Extendida-Comercial
  (-20°C a +75°C)
• Protección Data-at-rest ante Pérdida de Energía
• Características especiales para SSD desarrolladas
   con la experiencia de ATP para una fiabilidad total
• Diseño DRAM-less de bajo consumo

A400Mw

• PCIe Gen3 x4, NVMe 1.3
• Capacidades desde 128GB a 1TB
• Temperatura Operativa Extendida-Comercial 
    (-20°C a +75°C)
• Protección Data-at-rest ante Pérdida de Energía
• AutoRefresh y Auto-Read Calibration para 
   aumentar la integridad de los datos en
   tiempo de ejecución
• Protección Ruta de Datos End-to-End
• Compatible con Host Memory Buffer (HMB)

N400Mw

ATP – SSD Momentum Line



ATP Momentum DRAM Series : DDR4/DDR5
The new Momentum Series industrial DRAM modules offer mainstream data transfer rates combined with a low power 
consumption, ensuring faster performance and greater power savings. They adhere to all JEDEC standards and utilize 
top-tier DRAM chips to provide high levels of reliability, compatibility, and stability across various industrial applications. 
With ATP's commitment to quality control and rigorous verification processes, these modules consistently deliver 
dependable results. 

Key Features

• Densities: 8 GB to 32 GB 
• JEDEC Compliant
• Top-tier DRAM chips and production traceability
• Decreased voltage for better power efficiency 
• Unique ATP TDBI decreases error rate over time 
• Designed and validated for confident 
   data integrity and compatibility
• Operating Temperature: 0°C to 85°C

Momentum DRAM modules are ideal for use in: 

• Industrial PCs
• Retail/point-of-sale systems (POS)
• Kiosks/Digital Signages
• Casino Gaming
• Thin-client PCs
• Automation
• ATM
• Medical & Healthcare

Product DIMM Type Density Speed
(MT/s, up to)

Operating
Temp.

DDR4

DDR5

32 GB 5600 0°C to 85°C ● ▲

8 GB 3200 0°C to 85°C ● ▲

Non-ECC UDIMM

Non-ECC SO-DIMM

16 GB 3200 0°C to 85°C ● ▲

32 GB 3200 0°C to 85°C ● ▲

Low Profile

Low Profile

Low Profile

Low Profile

R532G0SD568BAYC

Non-ECC UDIMM

8 GB 5600 0°C to 85°C ● ▲Low Profile R58G00UD566CAYC

16 GB 5600 0°C to 85°C ● ▲Low Profile R516G0UD568AAYC

32 GB 5600 0°C to 85°C ● ▲Low Profile R532G0UD568BAYC

8 GB 5600 0°C to 85°C ● ▲Low Profile R58G00SD566CAYC

Non-ECC SO-DIMM 16 GB 5600 0°C to 85°C ● ▲Low Profile R516G0SD568AAYC

R48G00UD328AGSC

R416G0UD328BGSC

R432G0UD328BCSC

8 GB 3200 0°C to 85°C ● ▲

16 GB 3200 0°C to 85°C ● ▲

32 GB 3200 0°C to 85°C ● ▲

Low Profile

Low Profile

Low Profile

R48G00SD328AGSC

R416G0SD328EGSC

R432G0SD3282CSC

PCB 
Height Part Number ATP TDBI

Wide
Temperature 

▲: Optional
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ATP Momentum DRAM Series : DDR4/DDR5
Los nuevos módulos DRAM industriales de la serie Momentum ofrecen excelentes velocidades de transferencia de datos y 
un bajo consumo de energía, lo que garantiza un rendimiento más rápido y un mayor ahorro energético. Cumplen con todos 
los estándares JEDEC y utilizan chips DRAM de primera calidad para asegurar altos niveles de fiabilidad, compatibilidad y 
estabilidad en diversas aplicaciones industriales.
Gracias al compromiso de ATP con el control de calidad y los rigurosos procesos de verificación, estos módulos ofrecen 
resultados consistentemente fiables.

Características Clave

• Densidades: 8 GB a 32 GB 
• En cumplimiento con JEDEC
• Chips DRAM de primer nivel con trazabilidad
   de la producción
• Voltaje reducido para una mejor
   eficiencia energética
• El exclusivo TDBI de ATP disminuye la tasa de 
   error con el tiempo 
• Diseñado y validado para garantizar la integridad 
   y compatibilidad de los datos.
• Temperatura de funcionamiento: 0°C a 85°C

Los módulos DRAM Momentum son ideales para su uso en:

• Industrial PCs
• Retail/point-of-sale systems (POS)
• Kiosks/Digital Signages
• Casino Gaming
• Thin-client PCs
• Automation
• ATM
• Medical & Healthcare

Producto Tipo DIMM Densidad Velocidad
(MT/s, up hasta) Temp. Operativa

DDR4

DDR5

32 GB 5600 0°C to 85°C ● ▲

8 GB 3200 0°C to 85°C ● ▲

Non-ECC UDIMM

Non-ECC SO-DIMM

16 GB 3200 0°C to 85°C ● ▲

32 GB 3200 0°C to 85°C ● ▲

Low Profile

Low Profile

Low Profile

Low Profile

R532G0SD568BAYC

Non-ECC UDIMM

8 GB 5600 0°C to 85°C ● ▲Low Profile R58G00UD566CAYC

16 GB 5600 0°C to 85°C ● ▲Low Profile R516G0UD568AAYC

32 GB 5600 0°C to 85°C ● ▲Low Profile R532G0UD568BAYC

8 GB 5600 0°C to 85°C ● ▲Low Profile R58G00SD566CAYC

Non-ECC SO-DIMM 16 GB 5600 0°C to 85°C ● ▲Low Profile R516G0SD568AAYC

R48G00UD328AGSC

R416G0UD328BGSC

R432G0UD328BCSC

8 GB 3200 0°C to 85°C ● ▲

16 GB 3200 0°C to 85°C ● ▲

32 GB 3200 0°C to 85°C ● ▲

Low Profile

Low Profile

Low Profile

R48G00SD328AGSC

R416G0SD328EGSC

R432G0SD3282CSC

Altura PCB Referencia ATP TDBI Temperatura
Extendida

▲:Opcional
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