
Applications:

Electric Double Layer Capacitors (Super capacitors) advantages

Electric Double Layer Capacitors, Supercapacitors

HHT

Series Code

HHT Series（coin）

5R5

Voltage Code

2R7: 2.7V

3R8: 3.8V

3R0: 3.0V

5R5: 5.5V

S

Temperature Code

S : -25~85

224

Capacitance

474: 0.47F
224: 0.22F

000

Internal Code

Dia+H; or 000

000 for standard

V

Capacitance
Tolerance

±20% : M
-20%~80% : V

H

Construction

V Type : V
H Type : H

℃
W : -40~85℃

C Type : C

HHT Series 

How to order
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H        H  T Electric Double Layer Capacitors

Specification

Standard Size 

Product Size 

(V Type) (H Type) (C Type)

Type
Voltage

(VDC)

Capacitabce

(F)
Internal ESR

AC(Ω, 1KHz)

Size(+/-0.5mm)

Diameter Body Height Pitch Mount Height1
Part Number

5.5

5.5

5.5

5.5

5.5

5.5

5.5

5.5

5.5

5.5

5.5

5.5

5.5

5.5

5.5

5.5

5.5

5.5

0.1

0.22

0.33

0.47

1

1.5

0.1

0.22

0.33

0.47

1

1.5

0.1

0.22

0.33

0.47

1

1.5

50

40

40

30

25

20

50

40

40

40

20

20

50

40

40

40

20

20

C Type

Item

Temperature Range

Rated Voltage Range

Capacitance Range

Characteristics

Endurance

Shelf Life

-25℃~+85℃

5.5V.DC

0.1F~1.5F Capacitance Tolerance -20%~+80%(20℃)

Capacitance Change |△c/c(+20℃)| ≤30%

ESR 400% or less than the initial value(at -25℃)

Characteristics

The specifications should be met when the capacitors are restored to 20℃  after the rated voltage is applied for 1000hrs at 70℃

Within ±30% of the initial capacitance value

300% or less than the initial specified value

Capacitance Change

ESR

The specifications should be met when the capacitors are restored to 20℃ after storing under no load for 1000hrs at 70℃

Within ±30% of the initial capacitance value

300% or less than the initial specified value

Capacitance Change

ESR

-40℃~+85℃&

HHT(*)5R5104(*)V000

HHT(*)5R5224(*)V000

HHT(*)5R5334(*)V000

HHT(*)5R5474(*)V000

HHT(*)5R5105(*)V000

HHT(*)5R5155(*)V000

HHT(*)5R5104(*)H000

HHT(*)5R5224(*)H000

HHT(*)5R5334(*)H000

HHT(*)5R5474(*)H000

HHT(*)5R5105(*)H000

HHT(*)5R5155(*)H000

HHT(*)5R5104(*)C000

HHT(*)5R5224(*)C000

HHT(*)5R5334(*)C000

HHT(*)5R5474(*)C000

HHT(*)5R5105(*)C000

HHT(*)5R5155(*)C000

11.5

11.5

11.5

11.5

18.7

18.7

11.5

11.5

11.5

11.5

18.7

18.7

13.0

13.0

13.0

13.0

20.5

20.5

12.3

12.3

12.3

12.3

20.2

20.2

6.4

6.4

6.4

6.4

5.5

5.5

6.5

6.5

6.5

6.5

7.4

7.4

4.7

4.7

4.7

4.7

5.0

5.0

10.5

10.5

10.5

10.5

20.0

20.0

5.0

5.0

5.0

5.0

5.0

5.0

4.3

4.5

5.0

5.0

5.1

5.1

3.6

3.8

4.3

4.3

4.5

4.5

6.05

6.05

6.35

6.35

7.25

7.25

V Type

H Type
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