
Power Module Family

Small Size &
 Ease of Use

MPM3515

QFN 3x5x1.6mm LGA 10x10x4.2mm

QFN 7x7x4mm LGA 10x12x4mm

QFN 4x4x1.6mm QFN 2x2x1.6mm

MPM3570E

MPM3683-7 MPM3695-25

MPM38222 MPM3811

MPM38222

Minimal external components
Easy layout

Fast design cycle

I2C & MTP
Graphic user interface available

 

Meet EN55022 
Class B EMI standard

Discrete Solution

Scalability &
ProgrammabilityLow EMI

MPS’ power modules have a wide range of VIN and IOUT with a variety of packages. Our extensive portfolio of DC/
DC modules integrate inductors, FETs, compensation and other passive components into a single package to 
simplify the design process. Choose what module works best for your design based on our beneficial features. 
Visit MonolithicPower.com for more information.

7mm 15mm

9mm 15mm

• 4V to 36V VIN

• 0.8V to 30.6V VOUT

• Continous 1.5A Output

• Ext clock synchronization

• 4.5V to 75V VIN

• 1V to 12V VOUT

• Max 0.3A

• Enhanced light-load efficiency

• Ultra-low EMI noise

• 2.7V to 16V VIN

• 0.6V to 5.5V VOUT

• Max 8A continuous output

• Fast transient response

• Non-latch OCP, OVP, UVP

• 3V to 16V VIN

• 0.5V to 5.5V VOUT

• Max 25A, parallel up to 200A 

• I2C interface & MTP

• GUI available

• 2.7V to 6V VIN

• Dual output, max 2A 

• Enhanced light-load efficiency

• Individual EN pins

• Pin-to-pin with dual 1A MPM38111

• 2.3V to 5.5V VIN

• 0.6V to Dmax*5.5V

• Max 1A

• Smallest 1A module

• EN, PG pins

System
Manager

Output: Up to 200A
    0.5V-5.5V

Input: 3.3V-16V

PMBus

Control

On/off
Output voltage

Monitor

Voltages and currents
Temperature
Fault status

Programmable

Frequency
Protection features

Timing
Operation mode
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NEW NEW

NEW
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